6" GATE VALVE RESILIENT SEAT (OPEN
LEFT) NON-RISING STEM WITH
STAINLESS STEEL FASTENERS

NOTES:
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FILTER FABRIC = M.J. ANCHOR TEE
f_rj/a/\fr//ir URBED GRIP RING RESTRAINERS,
(TYP.)
10 CF NYSDOT #2
WASHED STONE 2 DA 8'x8"x16" SOLID CONCRETE
TN, BLDG. BLOCK

6" D.1. PIPE CEMENT LINED
(ANCHOR PIPE)

HYDRANT WEEP HOLES SHALL NOT BE PLUGGED UNLESS

GROUNDWATER IS ENCOUNTERED WITHIN 7' OF FINISHED
GRADE, OR AS ORDERED BY THE ENGINEER IF HYDRANT
WEEP HOLES ARE PLUGGED, THEY SHALL BE SO LABELED.

2. ALL FLANGES ON FIRE HYDRANT LEG TO BE MECHANICAL
JOINT RESTRAINING TYPE OF FLANGES,

3. BARREL SHALL BE SINGLE PIECE. NO EXTENSIONS SHALL BE LIVINGSTON COUNTY WATER
PERMITTED. MINIMUM 5'-6" LENGTH. AND SEWER AUTHORITY

4. DIP FITTINGS AND VALVES SHALL BE WRAPPED WITH 6 MIL.
THICK POLYETHYLENE 2' BEYOND END OF FITTING ON PVC FIRE HYDRANT
PIPE TO INCLUDE HYDRANT BURY.

5 ALL BOLTS AND NUTS SHALL BE FLUOROCARBON COATED. ASSEMBLY

6.  ORIENTATION AND EXACT LOCATION TO BE DETERMINED BY NOT TO SCALE
ENGINEER. ISSUED JUNE 1998

7. ALL HYDRANTS SHALL BE KENNEDY K81 UNLESS PRIOR W—05
APPROVAL IS GRANTED BY LCWSA. REVISED MAY 2025




