TRENCH EXCAVATION

PAVEMENT SEALER . AND %\N_Qﬁb\«w\mm Limir .
—7? — 72 CENTERLINE EDGE OF
WATER MAIN PAVEMENT
SAWCUT PRIOR TO ) | | 5'OR LESS |
PAVEMENT RESTORATION — | MATCH EXISTING _ _
\U\\u. M\_Dr\cm.\DM\ / PA —\M\X\MEN.MMQN-\QE “ SEE NOTE 2 m
J % \/ _ _
PARTIAL SAWCUT \\ ~N /\\ - TRENCH EXCAVATION
PRIOR TO EXCAVATION \\/ \\/ M AND BA an\ﬁ LIMIT GRASS AREA-LAWN
(TYP. EACH SIDE) K I/ \A N . _ 0D +2 _ | RESTORATION OR
S DETECTABLE g _ FIELD RESTORATION
w4 |§ 0 o
\\ \\ S GRADE GRADE
IN 6" LIFTS 4 3
,\\/ /\A n I ——~—= 4" TOPSOIL
TRACER WIRE 4 X @ CONTRACTOR TO PROVIDE
7 \ ~ W SAFE EXCAVATION
WATER MAIN % S
NOM. 1.D. Zq-12 © COMPACTED BACKFILL SUITABLE
g DETECTABLE = . NATIVE MATERIAL, WITH NO
CONCRETE SAND OR NYSDOT #1 /. 4 S v\\. 4 "
WASHED STONE TO BE INSTALLEDS WARNING TAPE  _] S A AGGREGATE LARGER THAN 6" SIZE
AND COMPACTED, PRIOR TO PIPE \\ Y MIN e u,0 m.\\
PLACEMENT, IN ACCORDANCE N / / _ v.\
WITH SPECIFICATIONS AND/OR DNV IONVONVINVONION o w.\ UNDISTURBED EARTH
MANUFACTURER REQUIREMENTS J’ TRENCH EXCAVATION LIMIT
PAVEMENT AREA

)\

CONCRETE SAND NYSDOT SECTION
703-07 OR NYSDOT #1 WASHED
STONE

TRACER WIRE

WATER MAIN [ T %

ROCK | EARTH

LIVINGSTON COUNTY WATER
GRASS AREA AND SEWER AUTHORITY
NOTES:
7. EXISTING ROAD, SHOULDER, AND DRIVEWAY SECTIONS WHICH ARE TYPICAL TRENCH
DISTURBED SHALL BE REPLACED IN KIND. DETAIL
2. WATER MAIN PLACED 5 FEET OR LESS FROM CENTERLINE OF WATER
MAIN TO EDGE OF ASPHALT PAVEMENT (EITHER ROAD OR SHOULDER) NOT TO SCALE
SHALL MEET THE BACKFILL REQUIREMENTS OF PAVEMENT AREA ISSUED JUNE 1995
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